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Technical Specifications  Capacities* 
 Extreme Height 99”/252 cm   Small Seed 100 Bu./Hr. (2.7 MT/Hr.)
 Extreme Width 87.5”/223 cm   Medium Seed 175 Bu./Hr. (4.7 MT/Hr.)
 Extreme Length 136”/346 cm   Large Seed & Wheat 300 Bu./Hr. (8.1 MT/Hr.)
 Width on Floor 71.5”/182 cm   Market Cleaning 600 Bu./Hr. (16.3 MT/Hr.)
 Length on Floor 134”/340 cm    

    

Electrical Requirements  Features 
 Main Fan Motor 10 H.P./7.5 Kw   Heavy duty construction – built to last 
 Eccentric Motor  
 Vibratory Feeder Motor 

2 H.P./1.5 Kw 
½ H.P./.375 Kw

  Uses standard Clipper screens – (3) 54” x 60” 
screens and one 54” x 34” screen 

   Use about the same space as the Clipper Super 
X298D with 2-3 times more rated capacity 

    

Air Output 6,400 CFM  Options 
    Bottom blast fan integrated into existing frame with 

      no change to dimensions 
*Note:  Capacities may vary depending on seed condition, moisture content, seed varieties, types and volumes of 

     contaminants to be separated and the percentage of foreign material acceptable in the final product. 
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